20000227.ba v02_n815.bam.20000227

>From ???@??? Sun Feb 27 06:10:47 2000 -0600
Date: Sun, 27 Feb 2000 06:08:41 CST
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 2815
Message-Id: <20000227121432.1BB3C274C2@devel43.theporch.com>

			    BOATANCHORS Digest 2815

Topics covered in this issue include:

  1) Re: Panadapter
	by Jderm740@aol.com
  2) Re: Help identifying unusual key?
	by Neal McEwen <nmcewen@metronet.com>
  3) Re: English Radios, 30s to 40s
	by "Hue Miller" <kargokult@proaxis.com>
  4) Operation Transcon Chirp Tonight
	by "Christopher A.Bowne" <radiobwn@riconnect.com>
  5) Comanche part out
	by Michael N HoN Hopkins <mnhopkins@juno.com>
  6) 4K-Ultra help needed
	by AA8TV@aol.com
  7) RE: Help identifying unusual key?
	by James Hanlon <knjhanlon@uswest.net>
  8) 180L-3A: "Cannon" plug, and any hints ?
	by Hans Zimmermann <hans.zimmermann@ties.itu.int>
  9) key needed
	by "w2tu" <w2tu@email.msn.com>
 10) Re: 1950 Converters to car radio
	by "Tom Clarke" <fclarke@erols.com>
 11) Re: 2m AM repeaters in WW2
	by "Tom Clarke" <fclarke@erols.com>
 12) Re: 180L-3A: "Cannon" plug, and any hints ?
	by Edward Zeranski <ezeran@concentric.net>
 13) Re: The BC-375 Transmitter
	by "Hue Miller" <kargokult@proaxis.com>
 14) Re: 180L-3A:  eternal connector hunt, etc.
	by "Hue Miller" <kargokult@proaxis.com>
 15) Fw: TCS trivia
	by "Hue Miller" <kargokult@proaxis.com>
 16) Re: TCS trivia
	by Arden Allen <gumbear@pacbell.net>
 17) Re: 180L-3A: eternal connector hunt, etc.
	by William Donzelli <aw288@osfn.org>
 18) Re: The BC-375 Transmitter
	by William Donzelli <aw288@osfn.org>
 19) Yet another BC-221
	by "John Hultgren" <hultgren@rio.com>
 20) Hammarlund part needed 
	by "Bill Weinel" <billw@interpath.com>
 21) Re: Operation Transcon Chirp Tonight
	by BobR <brainbol@sunflower.com>
 22) RE: Operation Transcon Chirp Tonight
	by "Jim Berry" <basalop@gte.net>
 23) RE: Running Without Re-Capping
	by "Brian Goldsmith" <goldsmith@oup.com.au>
 24) British sets
	by BEN NOCK <G4BXD@compuserve.com>
 25) Re: British sets
	by Dan <hankarn@pacbell.net>

----------------------------------------------------------------------
From: Jderm740@aol.com
Message-ID: <a0.19516f6.25e892d6@aol.com>
Date: Fri, 25 Feb 2000 21:22:14 EST
Subject: Re: Panadapter
To: Old Tube Radios <boatanchors@theporch.com>
CC: boatanchors@theporch.com
MIME-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

Tom

I can send you a schematic for an APA-38 or a schematic for a Halli SP-44. 

 Some of the Panoramic Radio Products were very similar to the SP-44 and I 
think were made by PRP for Halli.

Jack McDermott      Jderm740@aol.com

------------------------------
Message-ID: <38B741C4.195B3C95@metronet.com>
Date: Fri, 25 Feb 2000 21:00:20 -0600
From: Neal McEwen <nmcewen@metronet.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Help identifying unusual key?
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

This looks like an AT&T test board key to me.  So made to conserve space
on the desktop, so the guts were put under the table.  "8A" and "7A" are
typical AT&T spec. numbers.
-- 
73 de K5RW, Neal McEwen, at "The Telegraph Office", nmcewen@metronet.com
         A WWW Page for Telegraph Key Collectors and Historians
             http://www.metronet.com/~nmcewen/tel_off.html

------------------------------
Message-ID: <001801bf8012$ee4c2ec0$88c66ac6@oemcomputer>
From: "Hue Miller" <kargokult@proaxis.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: English Radios, 30s to 40s
Date: Fri, 25 Feb 2000 20:35:35 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit


-----Original Message-----
From: ragnar otterstad <la5he@yahoo.no>
Date: Friday, February 25, 2000 6:26 AM


|> German radios of the time are even uglier.... 
|> And they didn't have the courtesy to label 
|> the controls in english.  

--actually, the ones they sent over to us, gratis, did have markings in
English. I mean spy radios.

|the Nazis certainly knew how to make superb radios for
|their military.  The engineering is absolutely
|excellent.


--Their mechanical engineering is quite nice, and the electrical
designs are quite nice if you like designs frozen in time at about
the 1938-1941 era. Of course, this does rule out vehicular
FM, backpack FM, handietalkies, microwave radar and search
receivers, BA computers, VT fuzes, mine detectors for non-
metallic mines, active sonar, highpower HF aircraft radio,
multichannel VHF aircraft radio, UHF handietalkies, handheld
VHF pilot's rescue radios, multiband pack radios, subminiature
tubes, autotune....
-Hue Miller

------------------------------
Message-ID: <01BF802A.F9037B80@dial54.pm3-v90.mystic.riconnect.com>
From: "Christopher A.Bowne" <radiobwn@riconnect.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Operation Transcon Chirp Tonight
Date: Sat, 26 Feb 2000 07:27:40 -0500

Tonight may find the largest number of BC-375s and BC-191s working CW on a 
common frequency since the 8th Air Force missions of WW2.  Join the fun on 
3570 kc tonight at 0100EST (early sunday AM here)/2200PST (Saturday night 
there) as KW1I, W3PWW, W4QBE, myself, and several others here on the East 
Coast send up a chorus a chirps to work W7QHO and other West Coast 
BC-375/191s.  Operate your old dinosaur if you can, but all are welcome to 
join the fray!

73,

Chris Bowne, AJ1G
Stonington, CT
radiobwn@riconnect.com
AMI No. 211

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Date: Sat, 26 Feb 2000 08:59:05 -0800
Subject: Comanche part out
Message-ID: <20000226.090020.-409007.2.MNHopkins@juno.com>
MIME-Version: 1.0
Content-Type: text/plain
Content-Transfer-Encoding: 7bit
From: Michael N HoN Hopkins <mnhopkins@juno.com>


I snaped up a partially completed Heath MR-1 receiver at an Attwater-Kent
type meeting.  This one lacks the ugly chrome knobs, but most of the rest
is there.

I just need the 3mc, 3kc filter and IF for a regen superhet.  That
leaves:

A NOS case, an uncracked drum dial plus associated hardware, and a front
panel without scrapes or added holes.

I'll trade or swap these things for receive converter or 6M items or sell
them if no one has trade goods.

ab5L -- Michael N. Hopkins MNHopkins@JUNO.com
Box 226841, Dallas, TX  75222
Archiving receive converters and the Golden Age of 6M -- 1956-58


________________________________________________________________
YOU'RE PAYING TOO MUCH FOR THE INTERNET!
Juno now offers FREE Internet Access!
Try it today - there's no risk!  For your FREE software, visit:
http://dl.www.juno.com/get/tagj.

------------------------------
From: AA8TV@aol.com
Message-ID: <98.235ee12.25e95457@aol.com>
Date: Sat, 26 Feb 2000 11:07:51 EST
Subject: 4K-Ultra help needed
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

Is their a way to test an 8877 (3CX1500A7) with a Hickok 633A? I also have 
the B&K 550 and the Precision Apparatus model 612 tube testers. I'm using it 
in a Henry 4K-Ultra amplifier, and when the output reaches about 350 watts, 
the grid current starts to skyrocket, at the same point, and the output 
levels off. The idle current is about half of what it should be too. I'm 
suspecting a bad tube.

Thanks for your help.

73 Ed,

AA8TV

------------------------------
Message-ID: <38B80230.C4468349@uswest.net>
Date: Sat, 26 Feb 2000 09:41:21 -0700
From: James Hanlon <knjhanlon@uswest.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Help identifying unusual key?
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

John,

Your 7B key was made by Western Electric.  As I understand
it, it was made to be mounted in a test position desk top.
Only the key handle and the shorting switch are on the top
of the desk and the works are underneath.  I have a 7B on my
lap as I write this.  I acquired it shortly before I left
Bell Labs at the Western Electric plant in Columbus, OH, in
1989 from a friend who had been with the company for nearly
40 years and who was retiring.  He knew I would appreciate
it and take care of it.  Indeed, I've had it on the air a
few times too.

Hope this was a "Lucent" expaination.

Jim, W8KGI

------------------------------
Message-Id: <200002261712.SAA02614@ties.itu.ch>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Sat, 26 Feb 2000 18:12:57 +0100
To: Old Tube Radios <boatanchors@theporch.com>
From: Hans Zimmermann <hans.zimmermann@ties.itu.int>
Subject: 180L-3A: "Cannon" plug, and any hints ?


Fellow B'anchorites:

Does anyone know where I could get a 16-pin "Cannon" female plug for my
recently acquired Colons 180L-3A automatic antenna tuner ?  As per the
manual it is called SK-C16-23C-1/2 or SK-16-23 1/2-AC or SK-C16-21 1/2-AC.
It's round, about 1,5" outer diameter, with pins like this:

  o o o
 o o o o
o o o o o
 0  o  0
    o

Also:  Any hints and kinks about this impressive machine would of course be
very welcome !

Many thanks in advance and 73

Hans, HB9AQS

------------------------------
Message-ID: <006101bf807e$54acab20$ed58143f@W2TU>
From: "w2tu" <w2tu@email.msn.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: key needed
Date: Sat, 26 Feb 2000 12:24:15 -0500

Hi all:
    I have been looking for a simple straight key to use aboard USS THE
SULLIVANS this summer when I have the radio shack open. It would be nice to
be able to let the young (and old) visitors try their hand at some CW. Also,
when some of the ex RM's come in they like to sit down at the op position
and bang out their old call signs, etc.
    The keys I have seen at the few hamfests and flea markets I've been to
are all usually classics or bugs with high price tags. Since this is a labor
of love (no pay!) I would appreciate a key that resembles the old Navy keys,
it doesn't have to be an original! If someone out there would care to donate
a key to the station or has one at a very reasonable price I would be very
appreciative. (The station and the Naval Park is non-profit, *very much so*)
so it would be tax deductible.
    Thanks in advance for any help,

(Original keys were all stripped from the ship when decommissioned!)
73

Paul B. W2TU/NNN0GNB


------------------------------
Message-ID: <006701bf80a6$fc8eb2c0$f754e58c@nawcad.navy.mil>
From: "Tom Clarke" <fclarke@erols.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: 1950 Converters to car radio
Date: Sat, 26 Feb 2000 17:15:27 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Subject: RE: 1950 Converters to car radio


> Got to thinking about this a little more.  Another
> transmitter that showed up in quite a few mobiles in the
> 1950 era was the Harvey Wells Bandmaster, TBS50.  Usually it

How about the Stancor ST-203A 10 Meter AM rig?? Or was that a 60s box??

73 de Tom/W4OKW

------------------------------
Message-ID: <006601bf80a6$fc7de9e0$f754e58c@nawcad.navy.mil>
From: "Tom Clarke" <fclarke@erols.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "Old Tube Radios" <boatanchors@theporch.com>
Subject: Re: 2m AM repeaters in WW2
Date: Sat, 26 Feb 2000 17:11:56 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

The same scheme is in operation today in the fleet.  The E-2C Hawkeye's do
it on UHF - it's called Autocat.

Tom/W4OKW
----- Original Message -----
From: <AAFRadio@erols.com>
To: "Old Tube Radios" <boatanchors@theporch.com>
Cc: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Monday, February 21, 2000 9:22 AM
Subject: Re: 2m AM repeaters in WW2


> "Marty's Refl. Drop" wrote:
> > During 4/45 & 5/45 there were always 2 B-17s aloft over the English
> > Channel each with pairs of running SCR522s.  Each B-17 was essentially
> > a repeater where one '522  received incoming VHF from over-target
bombers,
> > other retransmitted same info on separate widely-different freq.
>
> Interesting!  As usual, the Navy came up with this idea way ahead of the
> AAF.  :-)  They had put carrier picket aircraft up with a pair of
> AN/ARC-1s (later AN/ARC-12s) for the same purpose.  The Pacific is a lot
> bigger place with nowhere to land, so their development might have had a
> bit more urgency behind it.  The first relay box was called an
> AN/ARC-18, but it was replaced before the end of the war by the ARC-28,
> which offered independent operation of the two transceivers and more
> flexibility of channel selection while in flight.  The one I have here
> has little more than a couple of relays and a pair of 12SL7s inside it,
> and used AVC detection for the R/T switching.  Sez here you had to make
> sure the channels were at least 4MHz apart to avoid feedback.  Dunno if
> this is what the AAF used for the -522s, though it's quite likely.
>
> Anybody got a C-333/ARC-28 control box they'd care to trade?
>
> 73,
> Mike Hanz  KC4TOS
>

------------------------------
Message-Id: <3.0.1.32.20000226160429.00982810@pop3.concentric.net>
Date: Sat, 26 Feb 2000 16:04:29 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Edward Zeranski <ezeran@concentric.net>
Subject: Re: 180L-3A: "Cannon" plug, and any hints ?
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

At 06:12 PM 2/26/00 +0100, Hans Zimmermann wrote:
>
>Fellow B'anchorites:
>
>Does anyone know where I could get a 16-pin "Cannon" female plug for my
>recently acquired Colons 180L-3A automatic antenna tuner ?  As per the
>manual it is called SK-C16-23C-1/2 or SK-16-23 1/2-AC or SK-C16-21 1/2-AC.
>It's round, about 1,5" outer diameter, with pins like this:
>
>  o o o
> o o o o
>o o o o o
> 0  o  0
>    o
>Hans, HB9AQS

	Am not at home now but will send the URLs for a couple of vendors when I
gt back. In the mean time do a web search for PEI Genisis which is a good
source.
Ed Zeranski  This is a private opinion or statement.
home email:  ezeran@cris.com , ICQ # 3255293

------------------------------
Message-ID: <005001bf80bb$378891c0$5ec66ac6@oemcomputer>
From: "Hue Miller" <kargokult@proaxis.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: The BC-375 Transmitter
Date: Sat, 26 Feb 2000 16:40:14 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit


-----Original Message-----
From: David Stinson <arc5@ix.netcom.com>
Date: Wednesday, February 09, 2000 8:15 AM



|The ART-13 was first procured as ATC by the Navy in 1939,
|but there is no record of it being installed anywhere in 
|quantity prior to late 1944.


Not to be a contrarian, but do the readers generally
concur with the above statement from this 
interesting post?  Reason i ask is, #1 Chet Wisner
told me the PBY's (USN flying boats) he radio-op'd
on, had their transmitters changed to ART-13 from
GO-9, in 1943. (but we know some went thru the
whole war with GO still aboard.) and #2, the 
radio-gunner i talked to, Donald Blaney, who flew
on SBD's over N. Africa and TBM over the Pacific,
mentioned only using the ART-13, not the GP, in
his Pacific experience, dating to somewhat before 
the sinking of his carrier, Gambier Bay.
Of course, the above 2 facts and "anywhere in 
quantity before late '44" could still co-exist. I am
just wondering about anyone else's input on this.
Tnx, Hue Miller

------------------------------
Message-ID: <007b01bf80bd$495eff40$5ec66ac6@oemcomputer>
From: "Hue Miller" <kargokult@proaxis.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: 180L-3A:  eternal connector hunt, etc.
Date: Sat, 26 Feb 2000 16:55:03 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

         o o o
        o o o o
      o o o o o
        0  o  0
            o

( source: Hans, HB9AQS )

I think it would be so cool if *someone* would put
online some pages of such connector pinout
graphics. Even the basic "typewriter art" format
as the quoted example (with the addition of pin
numbers.) With the use explained. This would go a long way toward sorting
out those junkbox connectors, searching at hamfests for ones of use to other
fans, posting offers/ searches, etc.
tnx, Hue Miller

------------------------------
Message-ID: <021c01bf80c6$ed54c9a0$5ec66ac6@oemcomputer>
From: "Hue Miller" <kargokult@proaxis.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Fw: TCS trivia
Date: Sat, 26 Feb 2000 18:04:03 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit


-----Original Message-----
>From John Nelson <pigeon3@gte.net>


"Well, this fellow seems to have something rather rare with a 'crinkle'
front panel on TCS gear....  Anyway, the lack of ID tags also mystifies the
situation.  Wonder if the tags had been there, and the 'crinkle' painter
plugged them before painting.  Guess I'm suggesting that the crinkle is not
factory original.  But, you never know, and the engraved, rather than raised
lettering really gets me to wonder.  A pair of experienced eyes need review
this case."

"Speaking of 6SK7 tubes, I have noticed over the years that 6SK7s always
seem
to be the bad tubes when I work on the RB series.  The 6AB7s that make up
the other 50% seem
to be more robust over time, and seldom do
they need replacement.  And the 6H6s are always weak - you can count on it.
Bottom line question:
what is the 7 pin sub for a 6SK7 ??????
I've seen this published before, but cannot find it now.  I suspect a 6AU6
or such is most likely the case There are more of the 7 pin tubes in my
stock than new 6SK7's, so it is a matter of economy.  I'd just use a
converted tube plug/socket arrangement
and not mess with the RBC wiring."

--any comments?
Tnx, Hue Miller

------------------------------
Date: Sat, 26 Feb 2000 18:35:53 -0800
From: Arden Allen <gumbear@pacbell.net>
Subject: Re: TCS trivia
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <0FQK00DPVHW61Y@mta3.snfc21.pbi.net>
MIME-version: 1.0
Content-type: text/plain; charset=ISO-8859-1
Content-transfer-encoding: 7bit

Hi Hue;

> what is the 7 pin sub for a 6SK7 ??????

6BD6.

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
Date: Sat, 26 Feb 2000 22:00:17 -0500 (EST)
From: William Donzelli <aw288@osfn.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: 180L-3A: eternal connector hunt, etc.
Message-ID: <Pine.SUN.3.91-FP.1000226215710.28733B-100000@osfn.org>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

> I think it would be so cool if *someone* would put
> online some pages of such connector pinout
> graphics.

I second that motion! I would start with these Cannon connectors and the 
1930s "banana pin" style the Army and Navy used.

William Donzelli
aw288@osfn.org

------------------------------
Date: Sat, 26 Feb 2000 22:09:56 -0500 (EST)
From: William Donzelli <aw288@osfn.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: The BC-375 Transmitter
Message-ID: <Pine.SUN.3.91-FP.1000226220201.28733C-100000@osfn.org>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

> Not to be a contrarian, but do the readers generally
> concur with the above statement from this 
> interesting post?  Reason i ask is, #1 Chet Wisner
> told me the PBY's (USN flying boats) he radio-op'd
> on, had their transmitters changed to ART-13 from
> GO-9, in 1943. (but we know some went thru the
> whole war with GO still aboard.)

Probably an earlier GO, as the GO-9s were still brand new in 1943. GO-3s 
were apparently made in good sized numbers, but I have never seen one. In 
fact, I would kill for any GO that was not a -7, -8, or -9.

If I remember correctly, Walt Hutchins wrote in ER in Uniform about the 
Autotune mechanisms "giving Collins fits". Might this be a reason for the 
quantity problems in 1943s? Maybe was the deployment of ATCs and 
AN/ART-13s delayed or restricted by this?

William Donzelli
aw288@osfn.org

------------------------------
Message-Id: <200002270442.UAA15850@mailhost.rio.com>
From: "John Hultgren" <hultgren@rio.com>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Sat, 26 Feb 2000 21:33:09 -0800
MIME-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Content-Transfer-Encoding: 7bit
Subject: Yet another BC-221

One of my local club members has not had any replies to a listing for a
BC-221AH. It is reportedly in good cosmetic conditon and has an AC
supply installed. I have not seen it.

If you have any interest, please reply directly to Buf, NG7E: 
snip@msn.com

Thanks


John Hultgren K7EX
hultgren@rio.com or k7ex@arrl.net

------------------------------
Message-ID: <009301bf80ee$94e87fa0$0b01a8c0@ford>
From: "Bill Weinel" <billw@interpath.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Hammarlund part needed 
Date: Sun, 27 Feb 2000 01:47:56 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Greetings anchorites,

I'm restoring an old HQ-100 looking for either a replacement Hammarlund
timer or a blank Hammarlund plate to fill the hole in the front panel. If
anyone has an old rig their parting out or has either of these items in
their junk box, please drop me an email.

73 de bill, w4whw
billw@interpath.com

------------------------------
Message-ID: <38B8D0FF.7154E804@sunflower.com>
Date: Sun, 27 Feb 2000 01:23:43 -0600
From: BobR <brainbol@sunflower.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Operation Transcon Chirp Tonight
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Boy, the aether here in the midwest was certainly
filled with neat sigs!
Calls heard: W7QHO, W3PWW, W4QBE, KW1I, W6DJX. 
All Q5 copy. 
Not sure what DJX was running but it had a
beautiful tone, while some (all) the others had a
"distinctive" tone. QBE was loudest, followed by
I, then PWW. Forgot who signed off with the bug
but QRS is definitely not a feature of them
rigs....
Attempted a tape recording but not sure how it
will turn out (little micro job); QRN and chirps
may have swamped the oxide....
Bob/WB0AUQ

"Christopher A.Bowne" wrote:
> 
> Tonight may find the largest number of BC-375s and BC-191s working CW on a
> common frequency since the 8th Air Force missions of WW2.  Join the fun on
> 3570 kc tonight ........................

------------------------------
From: "Jim Berry" <basalop@gte.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Operation Transcon Chirp Tonight
Date: Sat, 26 Feb 2000 23:46:43 -0800
Message-ID: <001401bf80f6$ca345280$47000f3f@default>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit


What a treat!  I wanted to get on so bad with my BC-375, but no
antennas up.  Just an active
hung on a receiver.  I had a little QSB here but, could hear just
about everyone.  I turned up
the volume on my receiver so my BC-375 could hear.  If it could
smile, it would have.  Thanks
guys, made my evening with all your chirps, bloops, bleeps, yoops,
etc.  Was great.

73 Jim K7SLI (Seattle)

------------------------------
From: "Brian Goldsmith" <goldsmith@oup.com.au>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Running Without Re-Capping
Date: Sun, 27 Feb 2000 22:03:24 +1100
Message-ID: <000501bf8112$44725040$d815c018@vic.bigpond.net.au>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Dave wrote:-
Like all Command Set receivers, the bathtub caps in the RATs
have become leaky over the years.
I recapped one of my sets, and I regret it.
Despite my care in the work, I am not the caliber of craftsman
that built these radios- it "shows."

 Dave and all.After finding a BC454 in a rubbish bin I engaged in a labour
of love  and removed each one of the multi sectioned caps(C6,C7 etc.).Some
had Micanite endplates with the edge of the can folded over the edge of the
endplate,others had a soldered in tinplated endplate.No matter,it is quite
easy to remove either type,gut the can of the old cap,fit new polyester
types and reswage/resolder the endplates.Simple?.Well I thought so.Original
dynamotor(24 volt) had been modded to run on 12 volts by adding another
brush holder (and brush) at 90 degrees to the normal and swapping one of the
original field leads to the new brush. B+ about 150 Volts which was
sufficient for mobile AM band operation which this set had been recoiled
for.
							Regards to all.

									Brian Goldsmith
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someone said:
>>English radios from the war years were technically good
>>for their assigned missions. =

>>But, with perhaps the exception of the WS-19,
>>they're ugly as a mug fence.  Look at the TR-1154(?), =

>>which became SCR-522- a hulking, black lump of a radio.
>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

WELL ! that can not go unchallenged.

Before one starts slating off British radios I suggest one should =

really learn the subject, hi. =


As for looks, the T1154  (not TR1154, which did not become the SRC522)
is one of the nicest radios around. It looks so good that most xyl's will=

even have one in the house. It is a clear, easy to use set, large coloure=
d
(note spelling of coloured.. the English way !) knobs and a smart balance=
d
appearence. =


The R1155 is a receiver with more character and appeal than any BC-348, =

the WS No 52 is again a wonderful example of enginering and design. The =

WS No 18 is compact and desirable, the US copied this as the WS No 48 =

but the origonal design was British (though I should say English really).=


As for things like the ART13, BC375 etc, now they really are big, black a=
nd
ugly !
The BC-348 looks like a lump of coal as do most of the US sets, plain dra=
b =

black or green, knobs you can't grip and dials you can't read. =


Anyone else want to knock the English ? :-)

cheers, Ben G4BXD  (English.... and proud of it, urrmm, well ? I used to =
be
at any rate)
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Well Ben, Since you bring it up, with you people driving on the wrong
side of the road, I was wondering if the knobs on the WS sets turn the
wrong way????

I know for a fact that the Spit, Lanc Hurricane and Sea Fury amongst a
few rotated the wrong direction. Hi Hi.

Not knocking just jesting!!!!!!!!!!!!!!!

Hank

------------------------------
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